
Diesel Particulate Filter Cleaner 
To be used in conjunction with the Injector Max machine
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Specialist Tool Solutions

Diesel Particulate Filter Cleaner - REGEN - For cleaning the DPF 
Fortron’s latest innovation in DPF cleaning is simple and rapid, eliminating the need to remove 
or replace filters. DPF’s have a limited capacity to store particulates and if they become clogged 
or faulty, users may incur huge costs for replacement. This new DPF cleaner has been formulated 
to kick-start the forced regeneration of the DPF, clearing soot deposits and cleaning without 
disassembly. 

Warning Signs: 
- The vehicle has low power
- High fuel consumption
- High soot and exhaust gas emissions

Benefits to the Garage: 
- Cleaning without disassembly of the particulate filter 
- Increased profit 
- Better customer satisfaction

Note: 12 Pack also available (534041-12)

53404100
NO NEED TO REMOVE DPF SENSOR

Benefits to the End User: 
- Better fuel economy
- Suitable for all types of diesel including bio-diesel
- Helps maintain engine performance
- Reduces soot and exhaust gas emissions

Instructions For Use

1. Run vehicle at idle up to operating temperature

2. Determine the vehicles low pressure fuel supply and fuel return lines

3. Connect the Injector Max machine to the vehicle using the kit provided with the machine - to the low pressure
    supply and fuel return lines

4. Pour one complete bottle of DPF cleaner into the tank on the right hand side of the Injector Max machine

5. Start vehicle and allow it to run

6. Halfway through the process, raise the engine rpm to 2000 rpm for approximately 60 seconds (when 50% of the   
    cleaner has been used)

7. Continue to run the engine at idle until the fluid is on the minimum marker as indicated on the machine tank

8. Re-connect the vehicle fuel pipes and road test the vehicle (This will allow the vehicle to enter into spontaneous 
     regeneration mode)

9. Note: On some vehicles (depending on software), this can only be achieved by connecting in a diagnostic computer

10. We would highly recommend carrying out an Injector Max service after the above to ensure the injectors are clean 
      and at optimum performance levels


